


Basic Module Information
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Basic Speaﬂcotlon g
Processor: ARM Cortex M3 processor @204MHz clock
RAM: 1.25MB |—| |_|
Flash: 4MB 26.5 mm 2.3 mm
OsS: FreeRTOS .
Packaging
Form Factor: LGA
) Dimensions: 26.5 % 22.5 x 2.3 (mm scale)
Radio TeChnOIOgg Pin Count: 102 Pins
RAT Used: Cat 1bis Weight: 3.9 mg
3GPP Release: 14 Other FF: mPCle, Dongle
Network Speed (peak values) Constellation Coverage
Cat 1bis: DL 10Mbps & UL 5Mbps GPS/ BeiDou
Hot Start / Warm Start / Cold Start with AGNSS Support
LTE Bands
EAJ: B1/ B3/ B5/ B7/ B8/ B18/ B19/ Temperature Range
B20/ B26/ B28/ B40/ B41 o o 30 °C to 85 °C
NA: B2/B4/B5/B12/B13/ B25/B66 perating Temperature: -30 °C to
LA: B1/B2/B3/B4/B5/B7/B8
AN: B1/B3/B5/B8/B18/ B19/B26/B28
IN: B1/B3/B5/B8/B40/B41 Internet Protocols
WW: B1/B2/B3/B4/B5/B7/B8/B12/B13 TCP(S), HTTP(S), FTP(S), MQTT(S), UDP, PPP
B18/ B19/B20/B25/B26/B28/B40
/B41/B66
Power Characteristics
Interfaces Voltage Range: 34Vto4.2V
UART x3 Typical Voltage: 3.7V
USB 2.0 x1 Tx Peak (@23dBm) 650.88 mA
USIM (DssS) (1.8V /3.0V) x1
Tx Idle (USB Connected) .
SWD i EAJ:34.2 mA
Network Status Indicator x1 EU:342mA
Power ON Status Indicator x1 NA:34.1 mA
ADC x2 AN : 34.2 mA
125 2 x1 LA:34.2 mA
12C* x1 IN:34.1 mA
SPI* x1 WW : 34.3 mA
GPIO 2 x4
Main ANT x1
GNSS ANT x1 ) )
Applicable Region
Eurasia & Japan, Australia, New Zealand, North America,
Latin America, India, World Wide
1 Optional 2 Needs SDK % In Progress 4 Planned
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