


Basic Module Information

Basic Specification

Processor: Qualcomm Octa-core Kryo 260 64-bit CPU
Inbuilt GPU: Qualcomm Adreno 610 64-bit GPU @ 1050MHz

Flash: 41/81/16/32/64 GB eMMC
RAM: 11/2/3/4 LPDDR4X
Os: Android / Linux

Radio Technology

RAT Used: LTE Cat 4 with 2G

3GPP Release: 10

Secondary Wireless Protocols: WLAN and BLE

LTE Bands

WW: 1/2/3/4/5/7/8/12/13/18/19/
20/25/26/28/40/41/66/71

EAJ: 1/3/5/7/8/18/19/20/26/38/
40/41

AN: 1/3/5/8/18/19/26/28

IN: 1/3/5/8/40/41

LA: 1/2/3/4/5/7/8

NA: 2/4/5/7/8/12/13/17/25/66/71

GSM Bands: 900 /1800 MHz

Interfaces

MIPI_CSI (-bit x3

MIPI_DSI (-bit) x1

Analog Audio Out x3

USB (20/3.1) x1

USIM x1

UART x7

Main ANT x1

DIV ANT x1

GNSS ANT x1

Wi-FI & BLE ANT x1

GPIO x71*

SDC (4 bit) x1

ADC x1*

12C x4*

CCl12C X2

Capacitive Touch Panel 20 x1

13 Cisensor for Accel + Gyro) x2*

SPI x5%

MIC (analog) x3

DMIC X2
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Packaging
Form Factor: LCC+LGA

Dimensions: 40.5 x 40.5 x 2.7 (mm scale)

WLAN and BLE Specifications

WLAN Frequencies: 2.4GHz & 5GHz

WLAN Standard: 802.11a/b/g/n/ac

BLE Specifications: 2.1 EDR/3.0 HS/4.2 LE/5.0 LE
BLE Standard: BLE 5.0

Network Speed (Peak Values)

Cat 4: DL 150Mbps & UL 50 Mbps

GSM: DL 236.8Kbps & UL 236.8 Kbps

Constellation Coverage

GPS/BDS/GLONASS/Galileo/QZSS/SBAS

Temperature Range

Operating Temperature: -30°C to +85°C

Power Characteristics

Voltage Range: 3.5Vto4.4V

Typical Voltage: 40V

Applicable Region

WW /EAJ /AN /IN/ LA/ NA

This document is a pre-release version. Some of the technical specifications are subjected to change.
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